Stage 2 Technical Details

The Stage 2 space is 4.6mtrs wide by 13.8mtrs long (minimum dimensions).
Flexible room configuration accommodating up to 80 people seated or 120 standing. 
Masking

Walls normally covered with black drapes.

There are no House Curtains or Legs.

Get In

Load in door 2065mm x 915mm with direct access to room.
Stage Area

Flexible modular staging across either one end or centrally on RH side.

8 x 1mtr x 1mtr x 0.2mtr

2 x 1mtr x 0.5mtr x 0.2mtr

Sound Equipment
FOH Console

Yamaha LS9 - 16
16 Channels

Located at the rear LHS of the auditorium.

FOH Outboard

1 x Tascam CD player
Loudspeakers

Loudspeaker Control: Yamaha SP2060
Left/Right Flown:

4 x Yamaha Installation Series IF2112/64
3 x Yamaha Installation Series IF2205
Monitor Sends

4 mixes from FOH

Monitor Speakers

4 x Yamaha Installation Series IF2108
Wired Microphones and DI Boxes

4 x Shure SM 58
4 x Shure Beta SM 57A

4 x BSS AR-133 Active DI Box

Other microphones may be available, see JMA spec sheet.
Sennheiser IR ‘loop’ system.

Lighting Equipment

Lighting Desk

ETC Smartfade 1248
Dimmers

1 x Zero 88 Betapack 3.  6 x 10Amp
1 x Chroma-Q PSU-30

Lanterns

1 x ETC Source Four Junior
3 x 650W Sintesi Fresnels

3 x 650W Sintesi Prism Convex
12 x 50W Birdies
16 x RGB Croma-Q  DB4 blocks

Other lanterns may be available, see JMA spec sheet.
Projection facilities (May incur an extra charge)

Sanyo PLC-XU78 Projector

190mm x 142mm Matt White (4:3) Pull down screen


